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Thick toilet cleaner & descaler
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Description

Powerful, heavy duty, thickened toilet cleaner & descaler with a pleasant perfume.  Rapidly removes the heaviest soiling & limescale. Suitable for use on porcelain toilets & urinals, ceramic & quarry tiles.

Features & Benefits

· Quick acting acid cleaner which contains corrosion inhibitors.

· Clings to vertical surfaces allowing a longer contact for better cleaning.

· Pleasantly perfumed to help deodorise the washroom.

· Suitable for use in soft & hard water areas.

· Packed in 1lt angled neck bottles for cleaning under the toilet rim.

· 5lt bottle for extra economy.

How to Use

TOILETS & URINALS:

Flush toilet or urinal.  Force water around S bend with toilet brush.

Apply undiluted & leave for a few minutes.

Agitate with brush if necessary.  Flush with clean water.

Do not leave in toilet bowl or urinal overnight.

GENERAL CLEANING OF CERAMIC & QUARRY TILES:

Dilute 1:50 parts water (100ml per 5lt) 
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 or ½ cupful per 5lt.

Mop or wipe surface.  Rinse with clean water.
NOT SUITABLE FOR STAINLESS STEEL, VITREOUS ENAMEL OR FIBREGLASS

Composition

Contains a blend of hydrochloric & phosphoric acids, viscosity stabiliser, nonionic surfactant, corrosion inhibitor, perfume & dye.

Typical Product Analysis

Appearance:
Clear viscous liquid

Odour:
Violet

Specific Gravity (20oC):
1.038

Colour:
Blue

pH – undiluted:
0.3

pH – diluted 1:50:
1.5

Shelf Life Unopened:
Not less than 3 years

Packaging

Pack:
Order Code
Pallet Size

6x1lt
A105A
84x6x1lt

5lt
A105E
120x5lt

Storage:

Store in original sealed container and protect from extremes of temperature.

Biodegradability:

All surfactants used in Evans Vanodine products comply with the current European Regulations concerning Biodegradability and protection of the environment.

Quality Assurance

This product is manufactured in the U.K. by EVANS VANODINE INTERNATIONAL PLC whose Quality System is registered by

THE BRITISH STANDARDS INSTITUTION

Cert of Reg. No. FM 09535
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